
tan 0.20

400 450

RoHS
RoHS compliance.

105 3000

SERIESHK

SPECIFICATIONS

105 High Ripple ,  Mi niaturized, Snap- in  Termi nal Type

FEAT URES

Load Life : 105  3000 hours

HS
Higher Ripple current than HS series .

(20 120Hz)

120 500 1k 10k

0.80     1.00 1.20 1.25 1.40

Category Temperature Range

Rated Voltage Range

Capacitance Tolerance

Leakage Current(MAX)

(t an )
Dissipation Factor(MAX)

Items Characteristics

20% (20 120Hz)

400 450V.DC

25 105

I ( μ A)  C ( μ F)               V (V)  

   

Leakage Current Capacitance                                Rated Voltage

I 3   CV ( 5 )
I 3   CV     (After 5 minutes application of rated voltage)

(V)
Rated Voltage

Endurance

105 3000
After applying rated voltage with rated ripple current for 3000 hours at 105 , the capacitors shall meet the following requirements.

Leakage Current

Dissipation Factor

Capacitance Change
20%

Within

 

20% of the initial value.

200%
Not more than 200% of the specified value.

Not more than the specified value.

MULTIPLIER FOR RIPPLE CURRENT

 

(Hz)
Frequency

Coefficient

60(50)

DIMENSIONS

SN 4 ( 3. 5)mm

SN 4(3.5)mm  terminal type

( mm )

SLEEVE(PET)
2 2

10± 0.1
VENT

L 2 4 0.5

35 3.5 0.5 For 35, 3.5 0.5 MOUNTING HOLES

D 1

Low Temperature Stabilit y

Impedance Ratio (MAX)

( )

400 450

8

(V)
Rated Voltage

Z( 25 ) /Z(20 )

(120Hz)

: SN ( )

Terminal code : SN(Tin plating)

大型铝电解电容器
LARGE CAN TYPE ALUMINUM EL CTROLYTIC CAPACITORS

GATHER HK

PART NUMBER

TT

  

    

MM

静电容量
Capacitance

HK

系列名
Series

额定电压
Rated Voltage

直径尺寸
φD

高度尺寸
High size

容量允许偏差

副记号
Option

Capacitance Tolerance

95

10
NEGATIVE

D 1



 V.DC
Cap
( μ F)

68
82
100
120
150
180
220
270
330
390
470
560
680

STANDARD SIZE

D 20 22 25 30 35
400

20 25
20 25
20 30
20 35
20 40
20 45

 V.DC
Cap
( μ F)

68
82
100
120
150
180
220
270
330
390
470
560

D 20 22 25 30 35
420

20 25
20 30
20 35
20 40
20 45
20 50

 V.DC
Cap
( μ F)

56
68
82
100
120
150
180
220
270
330
390
470
560

D 20 22 25 30 35
450

20 25
20 25
20 30
20 35
20 40
20 50

0.94
1.01
1.18
1.35
1.56
1.76

22 25
22 25
22 30
22 35
22 40
22 45
22 50

1.07
1.15
1.34
1.55
1.76
1.99
2.24

25 25
25 25
25 30
25 35
25 40
25 50

1.31
1.43
1.65
1.90
2.16
2.55

30 25
30 30
30 30
30 35
30 40
30 50

1.68
1.88
2.01
2.31
2.59
3.04

35 25
35 30
35 35
35 40
35 45
35 50

2.12
2.33
2.52
2.85
3.18
3.47

0.92
1.07
1.23
1.40
1.60
1.79

22 25
22 30
22 30
22 35
22 40
22 50

1.05
1.22
1.31
1.52
1.72
2.03

25 25
25 25
25 30
25 35
25 40
25 45

1.20
1.29
1.51
1.73
1.97
2.22

30 25
30 25
30 30
30 35
30 40
30 45
30 50

1.49
1.59
1.85
2.12
2.41
2.68
2.98

35 25
35 30
35 30
35 35
35 45
35 50

1.74
2.04
2.16
2.45
2.92
3.23

0.85
0.92
1.07
1.23
1.40
1.66

22 25
22 25
22 30
22 35
22 40
22 45

0.97
1.05
1.22
1.39
1.60
1.80

25 25
25 25
25 30
25 35
25 40
25 50

1.20
1.29
1.51
1.73
1.97
2.32

30 25
30 30
30 30
30 35
30 45
30 50

1.49
1.72
1.85
2.12
2.53
2.80

35 25
35 30
35 35
35 40
35 45
35 50

1.74
2.04
2.33
2.61
2.92
3.23

 

Case Size

 

D × L(mm)

Ripple Current (A r.m.s./120Hz,105 )

大型铝电解电容器
LARGE CAN TYPE ALUMINUM EL CTROLYTIC CAPACITORS

GATHER HK
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